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VULKOLLAN®: Registrated Trademark of Covestro Group

V 50/30 231.066.002 � 50,0 x 30 50,0 30 12 30 – 0,25 1000 N

V 80/57 231.105.000 80,0 x 57 80,0 57 20 61 – 0,80 �3000 N

V 101/25 231.062.000 101,2 x 25 101,2 25 45 16 4,5 0,65 �1900 N

V 125/40 230.014.000 125,0 x 40 125,0 40 30 35 5,0 2,13 �4500 N

V 143/50 231.041.000 143,2 x 50 143,2 50 35 38 6,0 3,75 �6000 N

V 179/50 231.042.000 179,0 x 50 179,2 50 40 40 5,0 6,10 10000 N

Komponenten-Systeme | Components systems

VULKOLLAN® WINKEL-Rollen | VULKOLLAN® WINKEL Bearings

Typ Artikel-Nr. Rollengröße Ø D B d b c Gewicht kg Tragfähigkeit

Type Article no. Bearing size Ø [mm] [mm] [mm] [mm] [mm] Weight kg Load capacity

VULKOLLAN®-Rolle VULKOLLAN® bearing

Max. Umgebungstemperatur 80 °C.
Max. working temperature 80 °C. 

Abb. exemplarisch
Fig. exemplary


